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Available materials Aluminum, stainless steel, 
galvanized steel 

Flame development <0 

Smoke development <0 

Maximum air velocity 4000 fpm 

Positive static pressure for 
continuous operation 

15’’ WC 
 

Negative static operating pressure 
in continuous mode 

6’’ WC 

Operating temperature range -40°F à 250°F 
Duct wall thickness 0,005’’ (0,13mm) 

Ventflex AS is a semi-rigid uninsulated aluminum 
ventilation duct (optional 316L stainless steel or 
galvanized steel). 

Ventflex AS is manufactured from a single 0.005” 
aluminum strip, longitudinally profiled. The profiled strip is 
then assembled lengthwise using a complex 7-ridge lock 
seam. This seven-ridge joint ensures perfect sealing under 
the operating pressures specified in the table below. 

Ventflex AS is easily bendable, allowing effortless 
formation of 90-degree elbows. 

Ventflex AS is airtight and can adapt to any type of HVAC 
system, whether operating in heating or cooling mode. 

Ventflex AS offers a much lower friction coefficient than 
fabric ducts, thus reducing the energy consumption of 
the ventilation system. 

Bend Radius : 1 to 1.5 times the duct diameter. 

Available diameters (Aluminum) : 3” - 4” - 5” - 6” - 7” - 8” 
- 9” - 10” - 12” - 14” - 16” - 18” - 19” - 20” 

Stainless Steel and Galvanized Steel : 3” - 4” - 5” - 5.5” - 
5.75” - 6” - 7” - 8” 

Standard length: 10’. 

Aluminum ducts can be compressed to 45” upon request. 

Lengths up to 60’ available for stainless steel and 
galvanized steel. 

 

 

UNINSULATED 

DESCRIPTION 

VENTFLEX AS / TECHNICAL DATA 

This product meets the following standards : 
C-UL-US-S-110 – US-UL-181 
Air duct fitting class 1 
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